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GENERAL NOTES

ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH THE STATE
OF ILLINOIS “STANDARD SPECIFICATIONS FOR RCAD AND BRIDGE
CONSTRUCTION” ADOPTED JAN 1, 2007,THE CITY OF AURORA STANDARD
SPECIFICATIONS, THE DETAILS IN THESE PLANS AND THE

SPECIAL PROVISIONS INCLUDED IN THE CONTRACT DOCUMENTS.

NO WORK SHALL COMMENCE UNTIL TRAFFIC CONTROL REQUIREMENTS
ARE MET.

ALL UTILITIES, SCHOOL DISTRICTS, LOCAL POLICE, AND FIRE
DEPARTMENTS SHALL BE NOTIFIED BY CONTRACTOR PRIOR TO THE
START OF CONSTRUCTION.

UNLESS AUTHORIZED BY THE CITY OF AURORA, ALL EXISTING ACCESS
POINTS SHALL BE MAINTAINED AT ALL TIMES BY THE CONTRACTOR.

DURING THE CONSTRUCTION, THE CONTRACTOR WILL BE REQUIRED, AT
HIS EXPENSE, TO HAVE AVAILABLE A WATER TRUCK OR SIMILAR
EQUIPMENT TO CONTROL DUST. IF NECESSARY, THE CONTRACTOR
SHALL BE REQUIRED TO CONTROL DUST DURING NON-WORKING HOURS.

ALL EXCESS MATERIAL (BROKEN CONCRETE, CULVERT PIPE, WASTE
ROADWAY EXCAVATION, SURPLUS MATERIAL FROM SEWER TRENCHES,
ETC.) SHALL BE LEGALLY DISPOSED OF QUTSIDE THE LIMITS OF THE
RIGHT-OF-WAY. [T SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO
SELECT DUMP SITES AND OBTAIN PERMISSION AND ALL NECESSARY
PERMITS TO USE SUCH DUMP SITES. PAYMENT FOR THIS WORK
SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE FOR REMOVAL
AND DISPOSAL OF UNSULTABLE MATERIAL. (ITEM 20201200)

TREE_REMOVAL CLEARING HEDGE REMOVAL

i TREES NOT MARKED FOR REMOVAL SHALL BE CONSIDERED AS

DESIGNATED TO BE SAVED AND SHALL BE PROTECTED UNDER THE
PROVISIONS OF ARTICLE 201.05 OF THE STANDARD SPECIFICATIONS.

ALL LIMBS, BRANCHES, AND OTHER DEBRIS RESULTING FROM THIS
WORK SHALL BE DISPOSED OF BY THE CONTRACTOR AT HIS OWN
EXPENSE OUTSIDE THE LIMITS OF THE RIGHT-OF-WAY.

ALL CLEARING, REMOVAL OF BUSHES, HEDGES AND TREES UNDER SIX
(6) INCHES IN DIAMETER WILL BE INCLUDED IN THE CONTRACT UNIT
PRICE FOR EARTH EXCAVATION. (ITEM 20200100}

OVERHANGING LIMBS

OVERHANGING LIMBS ARE TO BE TRIMMED OR CUT OFF TO PROVIDE
A MINIMUM VERTICAL CLEARANCE OF TWENTY (20) FEET FROM THE
FINISHED SURFACE OF THE ROAD.

LIMB PRUNING SHALL BE PERFORMED UNDER THE SUPERVISION OF AN
APPROVED TREE EXPERT AS STATED IN THESE SPECIAL PROVISIONS
AND SHALL BE UNDERTAKEN IN A TIMELY FASHION SO AS NOT TO
INTERFERE WITH CONSTRUCTION.

ALL CUTS OVER ONE (1) INCH IN DIAMETER SHALL BE MADE FLUSH
WITH THE NEXT LARGE BRANCH.

ALL LIMBS, BRANCHES, AND OTHER DEBRIS RESULTING FROM THIS
WORK SHALL. BE DISPOSED OF BY THE CONTRACTOR AT HIS EXPENSE
QUTSIDE THE LIMITS OF THE RIGHT-OF-WAY,

THE COST OF THIS WORK WILL NOT BE PAID FOR SEPARATELY BUT
SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE FOR TREE
PRUNING. (ITEM 20101300)

TOPSOIL
TOPSOIL SHALL BE PLACED TO A DEPTH OF FOUR (4) INCHES AND BE
MEASURED IN SQUARE YARDS. (ITEM 21101615)

THE CROSS SECTIONS INDICATE THE FINISHED GRADE OF TOPSOIL.

THE LOCATIONS OF TOPSOIL STOCKPILED WITHIN THE RIGHT-OF-WAY
MUST BE APPROVED BY THE ENGINEER. TOPSOIL STOCKPILE WILL
REQUIRE EROSION CONTROL.

ROADWAY EXCAVATION

ALL EXISTING GRANULAR AND HOT-MIX ASPHALT TO BE

REMOVED AND NOT PAID AS A SPECIFIC ITEM SHALL BE CONSIDERED
EARTH EXCAVATION AND WILL BE PAID FOR AT THE UNIT PRICE FOR
EARTH EXCAVATION. THE CONTRACTOR WILL HAVE THE OPTION CF
REMOVING THE EXISTING HOT-MIX ASPHALT BY GRINDING OR
EXCAVATING THE MATERIAL.
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THE CONTRACTOR SHALL NOT CROSS COMPLETED BASE COURSE OR
EXISTING PAVEMENT, NOT SCHEDULED TO BE REMOVED, WITH LOADED
SCRAPERS OR TRACK EQUIPMENT.

STORM _SEWERS STRUCTURES UTILITIES

THE STATION / OFFSET / ELEVATIONS NOTED FOR ALL DRAINAGE
STRUCTURES LOCATED IN THE CURB LINE REFER TO THE POSITION
OF THE ADJACENT PROPOSED EDGE OF PAVEMENT. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR DETERMINING THE OFFSET NECESSARY
FOR THE STRUCTURES TO SET THE FRAME AND GRATES IN THE
PROPER LOCATION. ALL OTHER STRUCTURES ARE DIMENSIONED TO
THE CENTER OF THE STRUCTURE; ELEVATION INDICATES RIM
GRADES.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING LOCAL
AGENCIES MAINTAINING SANITARY SEWERS, WATERMAINS, AND
STREET LIGHTS TO VERIFY THE MATERIALS AND METHODS ALLOWED
FOR THE ADJUSTMENT, RELOCATION, OR EXTENSION OF THE UTILITY
INVOLVED.

THE LOCATION AND ELEVATION OF EXISTING UTILITIES ARE
APPROXIMATE AND ARE PROVIDED BY THE OWNERS. THE EXACT
LOCATIONS AND ELEVATIONS ARE TO BE VERIFIED BY THE
CONTRACTOR.

ALL ADJUSTMENTS OR RECONSTRUCTIONS SHALL INCLUDE THE
REMOVAL AND REPLACEMENT, AT THE CONTRACTOR'S EXPENSE, OF
ALL UNSUITABLE TWO (2) FOOT INSIDE DIAMETER ADJUSTING
RINGS.

ADJUSTMENT AND RECONSTRUCTION OF STRUCTURES MAINTAINED BY
OTHER AGENCIES SHALL BE MADE TO THE SATISFACTION OF THE
ENGINEER AND THE AGENCY MAINTAINING THE SYSTEM OF THE
STRUCTURE INVOLVED. THE FINAL STRUCTURE SHOULD NOT HAVE
MORE THAN (8) INCHES OF ADJUSTMENT RINGS.

HOT-MIX ASPHALT

HOT-MIX ASPHALT SURFACE COURSE SHALL NOT BE

PLACED UNTIL ALL EARTH EXCAVATION, TOPSOIL PLACEMENT,
AGGREGATE BASE COURSE, AND HOT-MIX ASPHALT BINDER
COURSE HAVE BEEN COMPLETED TO THE SATISFACTION OF THE
ENGINEER.

SAWCUT CONSTRUCTION JOINTS SHALL BE PROVIDED AT PAVED
COMMERCIAL OR PRIVATE ENTRANCES AND AT ALL SIDE ROADS.
THE COST SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE FOR
HOT-MIX ASPHALT SURFACE COURSE.

THE MINIMUM COMPACTED THICKNESS OF ANY LIFT OF BINDER SHALL
BE 2.25 INCHES.

THE MAXIMUM COMPACTED THICKNESS OF A LIFT OF BASE COURSE
WILL BE FOUR (4) INCHES UNLESS OTHERWISE AUTHORIZED BY THE
ENGINEER.

BASE COURSE SHALL NOT BE PLACED ADJACENT TO CURB AND GUTTER
UNTIL THE CURB AND GUTTER HAS BEEN BACKFILLED TO THE
SATISFACTION OF THE ENGINEER.

EROSION CONTROL NOTES

ALL SEDIMENT AND EROSION CONTROLMEASURES WILL BE INSTALLED PER
IDOT STANDARD 280001 OR AS SPECIFIED HEREIN AND PAID FOR IN
ACCORDANCE WITH SECTION 280 OF THE STANDARD SPECIFICATICNS.

EROSION CONTROL SHALL BE PROVIDED IN ACCORDANCE WITH THE
SEQUENCE OF STAGE CONSTRUCTION. THE CONTRACTOR SHALL
SUBMIT A DETAILED -SCHEDULE FOR APPROVAL.

SEDIMENT AND EROSION CONTROL DEVICES SHALL BE FUNCTIONAL
BEFORE THE PROJECT SITE IS OTHERWISE DISTURBED.

IN DISTURBED AREAS WHERE WORK IS COMPLETED, FINAL GRADING AND
PERMANENT STABILIZATION SHALL BE COMPLETED WITHIN 7 DAYS.

IN AREAS WHERE WORK HAS TEMPORARILY CEASED OR WILL NOT BE
COMPLETED PRIOR TO THE FALL SEEDING RESTRICTION, TEMPORARY
STABILIZATION (CLASS 7 SEEDING) SHALL BE COMPLETED BY THE 14TH
DAY AFTER WORK HAS CEASED.

WATER PUMPED OR OTHERWISE DISCHARGED FROM THE SITE DURING
CONSTRUCTION DEWATERING SHALL BE FILTERED WITH FILTER BAGS, OR
OTHER .METHOD APPROVED BY THE ENGINEER.

GRAVEL ROADS, ACCESS DRIVES, PARKING AREAS OF SUFFICIENT
WIDTH AND LENGTH, AND VEHICLE WASH DOWN FACILITIES IF
NECESSARY, SHALL BE PROVIDED TO PREVENT THE DEPOSIT OF
SOIL FROM BEING TRACKED ONTO PUBLIC OR PRIVATE ROADWAYS.
ANY SOIL REACHING A PUBLIC OR PRIVATE ROADWAY SHALL BE
REMOVED BEFCRE THE END OF EACH WORKDAY OR AS NEEDED.
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ALL EROSION CONTROL MEASURES SHALL BE INSPECTED BY THE
CONTRACTOR WEEKLY AND WITHIN 24 HOURS OF ANY STORM
EXCEEDING 1/2 INCH PRECIPITATION. DAMAGED AND
INEFFECTIVE EROSION CONTROL MEASURES SHALL BE REPAIRED
OR REPLACED BY THE CONTRACTOR WITHIN 72 HOURS OF
NOTIFICATION BY THE ENGINEER QR THE CITY OF AURORA.

ALL CONTROL MEASURES SHALL BE KEPT OPERATIONAL AND
MAINTAINED CONTINUOUSLY THROUGHOUT THE PERIOD OF LAND
DISTURBANCE UNTIL PERMANENT SEDIMENT AND EROSION CONTROL
MEASURES ARE OPERATIONAL.

THE CONDITION OF THE CONSTUCTION SITE FOR WINTER SHUTDOWN
SHALL BE ADDRESSED EARLY IN THE FALL GROWING SEASON SO
THAT SLOPES AND OTHER BARE EARTH AREAS MAY BE STABILIZED
WITH TEMPORARY AND/OR PERMANENET VEGETATIVE COVER FOR
PROPER EROSION AND SEDIMENT CONTROL, ALL OPEN AREAS THAT
ARE TO REMAIN IDLE THROUGHOUT THE WINTER SHALL RECEIVE
TEMPORARY EROSION CONTROL MEASURES INCLUDING TEMPORARY
SEEDING, MULCHING AND/OR EROSION CONTROL BLANKET PRIOR TO
THE END OF THE FALL GROWING SEASON. THE ARES TO BE
WORKED BEYOND THE END OF THE GROWING SEASON MUST
INCORPORATE SOIL STABILIZATION MEASURES THAT DO NOT RELY
ON VEGETATIVE COVER SUCH AS EROSION CONTROL BLANKET AND
HEAVY MULCRING.

STOCKPILES OF SOIL AND OTHER BUILDING MATERIALS TO REMAIN
IN PLACE MORE THAN THREE (3) DAYS SHALL BE FURNISHED WITH
EROSION AND SEDIMENT CONTROL MEASURES (LE. PERIMETER

SILT FENCE). STOCKPILES TO REMAIN IN PLACE FOR 30 DAYS
OR MORE SHALL RECEIVE TEMPORARY SEEDING.

TRAFFIC CONTROL AND PROTECTION

TRAFFIC CONTROL AND PROTECTION SHALL BE PERFORMED

IN ACCORDANCE WITH THE TRAFFIC CONTROL PLAN AND SECTION 701
OF THE STANDARD SPECIFICATIONS AS AMENDED BY THE SPECIAL
PROVISION FOR CONSTRUCTION ZONE TRAFFIC CONTROL (CHECK
SHEET LRS 3).

THE TYPE III BARRICADES ARE TO BE PLACED IN ACCORDANCE WITH
STANDARD 701901 UNLESS AUTHORIZED BY THE ENGINEER TO USE AN
ALTERNATE ARRANGEMENT.

EXISTING TRAFFIC CONTROL SIGNS AND DEVICES WILL BE REMOVED

BY THE CONTRACTOR AFTER THE TRAFFIC CONTROL REQUIREMENTS ARE
MET OR AS AUTHORIZED BY THE ENGINEER AND DELIVER THEM TO THE
CITY OF AURORA AS DIRECTED BY THE ENGINEER. ANY SIGNS OR
DEVICES LEFT IN PLACE AT THIS TIME ARE TO BE RELOCATED,
MAINTAINED AND PROTECTED FROM DAMAGE BY THE CONTRACTOR "AND
ANY DAMAGED OR LOST SIGNS WILL BE REPLACED BY THE CONTRACTOR
AT NO EXPENSE TO THE CITY OF AURORA.

ANY DROP OFF GREATER THAN THREE (3) INCHES BUT LESS THAN
SIX (B) INCHES, WITHIN EIGHT (8) FEET OF THE PAVEMENT EDGE,
SHALL BE PROTECTED BY TYPE I OR TYPE Il BARRICADES, DRUMS
OR VERTICAL PANELS WITH MONODIRECTIONAL STEADY- BURN
LIGHTS AT 100 FOOT CENTER TO CENTER SPACING. IF THE DROP
OFF WITHIN EIGHT (8) FEET OF THE PAVEMENT EDGE EXCEEDS
SIX {6) INCHES, THE BARRICADES, DRUMS OR VERTICAL PANELS
MENTIONED ABOVE SHALL BE PLACED AT FIFTY (50) FOOT CENTER
TO CENTER SPACING. BARRICADES THAT MUST BE PLACED IN
EXCAVATED AREAS SHALL HAVE LEG EXTENSIONS INSTALLED SUCH
THAT THE TOP OF THE BARRICADE IS IN COMPLIANCE WITH THE
HEIGHT REQUIREMENTS OF STANDARD 701901.

TYPE I OR TYPE II BARRICADES WITH TWO-WAY FLASHING LIGHTS
SHALL BE REQUIRED AT ALL OPEN TRENCHES, EXCAVATIONS, OPEN
OR EXPOSED SEWER STRUCTURES, TRANSVERSE PAVEMENT

JOINTS, MATERIALS OR EQUIPMENT WITHIN THE RIGHT-OF-WAY
(NUMBER AND SPACING DEPENDS ON THE CONDITIONS); AND AT
LOCATIONS DESIGNATED BY THE ENGINEER OR LOCAL LAW
ENFORCEMENT AGENCIES.

TYPE I, IT AND / OR IIT BARRICADES WITH TWO-WAY FLASHING
LIGHTS WILL BE REQUIRED TO GUIDE TRAFFIC AWAY FROM PAVEMENT
AREAS CLOSED FOR CONSTRUCTION.

THE COST OF SUPPLYING, ERECTING, AND MAINTAINING
BARRICADES, WARNING LIGHTS, AND SIGNS WILL BE INCLUDED IN
THE CONTRACT LUMP SUM PRICE FOR TRAFFIC CONTROL AND
PROTECTION. (ITEM T70101700)

PRIOR TO THE START OF CONSTRUCTION, REQUIRED TRAFFIC
CONTROL DEVICES SHALL BE IN PLACE.

CONSTRUCTION SEQUENCE

PAVEMENT CONSTRUCTION SHALL NOT BEGIN UNTIL AT LEAST ONE MONTH
AFTER FINAL COMPLETION OF THE NEW EMBANKMENT TO REDUCE THE
AMOUNT OF DIFFERENTIAL SETTLEMENT.
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